


PSI Supporting Elements for Type STM
Installation Instruction
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1 - STM end seal
2 - foam segment
3 - plastic support

Fix plastic support with included clip at the inner wall of the Attach foam segments on the carrier pipe and insert into
casing pipe. Cut into suitable length if necessary. Space has casing pipe. At this the heightend collar lays on the outside
to chosen suitable according to the cavity in the support of the face side of the casing pipe. Therefore a secure sup-
segments. port is guaranteed.

The cable casing pipe has to be pushed between the semi- Pull casing end seal over the pipe and mount steel straps
circular cavities. If the cavities are too small they can be (included in the delivery).
slightly enlarged by cutting-out with a knife.



PSI Casing End Seals

Order Form
pcs. Dimension Art. no. €/pcs. Sum
[inch] 0.D. @ [mm]
15 x 3 41 x92 1-012-05411
15 x 4 41 x 112 1-012-05412
1,75 x 3 51 x 92 1-012-05416
1,75 x4 51 x 112 1-012-05417
2 x 3 64 x 92 1-012-05420
2 x 4 60 x 110 3-012-00015
2 x 4 64 x 112 1-012-05421
2 x 6 60 x 160 3-012-00018
25 x 6 80 x 160 3-012-00023
3 x 5 89 x 133 3-012-00025
3 x 6 92 x 165 3-012-00027
. ) 3 x 8 92 x 225 3-012-00029
v 3 x 10| 92x275 3-012-00032
v 3 x 12| 88x315 3-012-00033
4 x 5 118 x 140 3-012-00034
@ 4 x 6 110 x 160 3-012-00035
¢~‘b 4 x 8 | 112x225 3-012-00036
N\ y 4 x 10 112 x 275 3-012-00037
4 x 12| 108x315 3-012-00039
5 x 8 134 x 219 3-012-00042
@ 5 x 10| 145x275 3-012-00045
== 5 x 12| 130x315 3-012-00047
N / 6 x 8 160 x 219 3-012-00049
6 x 10| 162x275 3-012-00050
6 x 12| 162x330 3-012-00052
6 x 14| 168x355 3-012-00054
6 x 16| 160 x 406 3-012-00055
8 x 10 | 225x280 3-012-00057
8 x 12| 200x315 3-012-00058
8 x 14 | 230x355 3-012-00060
8 x 16| 225x410 3-012-00061
8 x 18| 225x462 3-012-00062
8 x 20| 200 x 500 3-012-00059
10 x 12 | 260x 330 3-012-00064
10 x 14 | 250 x 356 3-012-00066
10 x 14 | 280 x 360 3-012-00065
10 x 16 | 280x410 3-012-00067
10 x 18 | 273x457 3-012-00068
10 x 20 | 273x508 3-012-00069
12 x 16 | 320x410 3-012-00071
12 x 18 | 325x457 3-012-00072
12 x 20 | 324 x508 3-012-00073
12 x 22 | 315x556 3-012-00074
14 x 18 | 355x462 3-012-00077
14 x 20 | 360x513 3-012-00078
14 x 22 | 355x558 3-012-00080

Prices according to valid price list




PSI Casing End Seals

.. Dimension
D t b Art. no. €/pcs. Sum
escription pcs. finch] OD-@ [mm] no

16 x 20 406 x 508 3-012-00082

\/ 16 x 22 410 x 558 3-012-00083

N y 16 x 24 | 400x609 | 3-012-00084

18 x 22 450 x 558 3-012-00085

18 x 24 450 x 610 3-012-00086

@ 20 x 24 | 508x610 | 8-012-00088

\\f// 20 x 26 508 x 660 3-012-00089

AN % 20 x 28 500 x 710 3-012-00087

22 x 26 558 x 660 3-012-00090

22 x 32 555 x 810 3-012-00095

4,\/b 24 x 28 610 x 710 3-012-00098

24 x 30 610 x 760 1-012-05485

\_/ 24 x 32 600 x 812 3-012-00105

Prices according to valid price list

Nominal diameter ND pcs. mm Art. no. €/pcs. Sum

KT-end seal 100/125-0 110/135-10 3-012-05504

KT-end seal 150/200-0 165/215-10 3-012-05505

KT-end seal 250/300-50 270/320-50 3-012-05506

KT-end seal 350-400-80 350/402-80 3-012-05507

KT-end seal 500-600-150 508/610-150 3-012-05508
Description pcs. mm Art. no. €/pcs. Sum

Special end seals

Prices according to valid price list

From

date / signature




PSI Pipe Support
General Information

To support very heavy carrier pipes

Extremely long carrier pipes can be supported with these polyethylene com-
ponents. PSI pipe supports are adapted to DSI plastic insulators and reliably
prevent contact between the carrier pipe and the casing - even when there
is an extreme load of soil on the pipe.

Material

Black polyethylene has the same resistance as the polyethylene coating of
steel pipes, thus preventing damage to insulation.

Compressive strength: 1,000 N/cm?

Density: 0.85 g/cm®

Modulus of elasticity: 270,000 N/cm?

Special version rubber coated

Material and dimensions as described above, with additional high quality
rubber coating. Coating thickness as per agreement.

Prices and delivery time on request.

Technical changes reserved.

rubber coating

.



PSI Pipe Support

Dimensions
Carrier Pipe | Pipe Support Dimension Weight Art. no.
0.D. in mm approx.
in mm R s L in kg

R up to 150 90 16 130 0,1 3-007-01100
25 0,2 3-007-01101
36 0,3 3-007-01102
175 - 300 160 16 250 1,1 3-007-01006
~ s 25 1.3 3-007-01000
35 1,8 3-007-01001
T 55 2,5 3-007-01002
75 3,5 3-007-01003
90 4,0 3-007-01004
« L > 110 5,0 3-007-01005
350 - 500 260 25 300 2,2 3-007-01010
35 3,0 3-007-01011
42 3,5 3-007-01009
50 4,0 3-007-01012
- 7 65 5,5 3-007-01013
75 6,5 3-007-01014
90 8,0 3-007-01015
550 - 700 360 25 300 3,0 3-007-01020
35 4,0 3-007-01021
42 4,5 3-007-01019
50 5,5 3-007-01022
65 7,0 3-007-01023
75 7,5 3-007-01024
= - 90 10,5 3-007-01025
750 - 900 460 25 500 5,9 3-007-01030
35 8,0 3-007-01031
42 9,3 3-007-01029
50 11,0 3-007-01032
65 13,5 3-007-01033
75 14,7 3-007-01034
90 18,5 3-007-01035
carrier pipe  insulatingring  casing casing end seal 950 - 1100 570 25 500 7,6 3-007-01040
35 9,5 3-007-01041
42 11,8 3-007-01039
~\ A il 50 13,0 3-007-01042
65 17,0 3-007-01043
) 75 19,0 3-007-01044
| 90 26,0 3-007-01045
1150 - 1400 710 25 600 12,0 3-007-01050
— 35 18,0 3-007-01051
] 2 42 19,2 3-007-01049
50 21,0 3-007-01052
pipe support 65 26,7 3-007-010583
75 29,0 3-007-01054
90 37,0 3-007-01055




